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The BCP0 is a surface mount resettable callpoint with selectable backlight and 
buzzer functions. It is also compatible with the MX003 hinged front cover. 
 

VARIANTS 
BCP01: Single Pole  
BCP02: Double Pole  All available in green (-G), white (-W), yellow (-Y) and blue (-B) 

BCP03: Triple Pole 
 

INSTALLATION 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

USAGE 
 

Push the indicated point on the unit inwards to activate. The plate will lock in place in 
this state until it is reset. 
 
The unit is reset by inserting the provided key and turning 45 degrees clockwise. 
The plate will then spring back into the set state. 
 

TECHNICAL 
 

Operating Voltage 12/24V DC  Switches SPDT, 3A@125V AC / 1.5A@250V AC 

Temperature Range -20⁰C to 70⁰C  Buzzer 80dBA output 

 

Drill appropriate holes for the back box, thread any necessary cabling through 
the box and then screw into place on the surface. 
 
Unlock the unit by turning the front-centre-bottom camlock 90 degrees 
counterclockwise with the larger end of the provided key. When unlocked, lift 
from the bottom to separate the two halves of the unit, exposing the PCB on the 
rear side. 
 

• Shunt JP1 to enable the red backlight that indicates activation 

• Shunt JP2 to enable the green idle/unpressed backlight 

• Shunt JP3 to enable the buzzer that indicates activation (80dBA) 
 
Wire a 12V/24V DC power supply to the TB4 (+12-24V). Without power supplied 
to these terminals, the LED and buzzer indicators will not function. Pole 
terminals (TB1, TB2, TB3) will function regardless of power state on TB4. 
 
Wire connected equipment to be switched to the pole terminals C/NO/NC on 
TB1, TB2 & TB3. The BCP03 PCB is shown as an example – BCP02 & BCP01 will 
have fewer pole terminals present. 
 
Fix the wired half of the unit to the back box using the fixings provided. 
 
Refit the front of the callpoint, push the camlock inwards and then turn 90 
degrees clockwise with the key to lock them together. 
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