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DESCRIPTION 

Weatherproof Surface call point 

 

POLES 

Single, Double, Triple, Quadruple 

Common, N/O, N/C wiring on pole as below 

Diagram shows call point in set, untriggered 

position 

 

 

 

 

ACTIVATION 

Microswitch/resettable plate 

Microswitch/“Like glass” insert 

Microswitch/Real glass insert 

Key provided 

 

WATERPROOFING 

Twin O ring sealed cable entry 

Waterproof activation microswitch 

Large O ring seal between back box & front 

IP67 rated 

 

LED 

Optional 

 

TEMPERATURE RANGE 

-40 to +85 degrees Celsius 

 

ELECTRICALLY RATED AS FOLLOWS 

Max 50 Volts DC 

50 Volts DC/5A 

12.5 Volts DC/5A 

250 Volts AC/3A 

All dimensions in mm 

Do not scale 

© Knight Fire & Security Products Ltd 

All cases of infringement will be pursued. 

BACK 

BOX 

CALL 

POINT 

FRONT 

SIDE VIEW 

8
7

m
m

 

22.5mm 

1
2

3
.5

m
m

 

38mm 

8
7

m
m

 

87mm 

8mm ø 

3
0

m
m

 

68mm 

1
2

3
.5

m
m

 

124mm 
47.5mm 

5
2

.5
m

m
 

88.5mm ø 

3.5mm ø 
4.25mm 

1
2

2
m

m
 

9.5mm ø 

3
.5

m
m

 ø
 

5mm ø 

8
9

.7
5

m
m

 

9
8

.2
5

m
m

 ø
 

35.5mm 

38.25mm 

24.75mm 

Earth strap - use when 

fixing to metal conduit 
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NOTES REGARDING PART CODES: 

 

The waterproof MX can be produced to various specifications. Specifications are available on demand 

CALL POINT FRONT 
CALL POINT REAR 

NOTE: TRIPLE POLE VARIANT SHOWN 
CALL POINT BACK BOX 


