
Model 
 

Z30 Z40  
Grade 3 Class III ● ●  
EN50131 Compliant ● ●  
Weatherproof casing ● ●  
Stainless Steel Fascia ● -  
Aluminium Body - ●  
8 Core Cable ● -  
Sealed Resistors ● -  
Ind. Terminals ● ●  
Sound Pressure 
90DBA/30cm ● ●  
Micro-Switch Lid 
Tamper - ●  
Tampered ● ●  
Flush Mounted ● -  
Surface Mounted - ●  
Concealed Case Fixing - ●  
Anti-Tamper Screw 
Option ● ●   

Integral Buzzer ● ●  
    
Z30 Length Width Height  
Dimensions Fascia 50 30 4mm  
Dimensions Body 30  16 15.5mm  
    
Z40 Length Width Height 
Dimensions 90 38 30mm 

 

© Knight Fire & Security Products Ltd 
All cases of ™ Infringement will be pursued. 

 

Grade 3 Class III 
Final Exit Set Switch  
 
Environmental Class 3  
 
IP65 Rated  
 
Z30 Smart Stainless Steel or 
Z40 Aluminium Finish  
 
Easy to Install  
 
Vandal resistant  
 
*Optional Anti-Tamper Screws  
 
BS EN50131-2-6 G3 Compliant  
 
Integral Buzzer  
 
Selectable Resistors - Can be used 
with most UK Panels  
 
Z30 can be used without face plate if 
space is limited  
 
Voltage Range 200V DC Max  
 
Switching Current 500Ma Max  
 
Temp Range –40oC to +50oC 

Fig. 1 – Z30 Flush Final Exit Set Switch 

Fig. 2 – Z40 Final Exit Set Switch 
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